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TECHNICAL SPECIFICATIONS | PART INFORMATION
ITEM VALUE ITEM NUMBER DESCRIPTION
Parameter Typical <0.15dB HDC-SM-SC/APC-CG Opti—Tap® compatible harf:iened
Insertion Loss Maximum <0.3dB Zpiles o commEger Kt
Return Loss Minimum > 60dB (APC) 521 21mm HDC shrink sleeve-100/pack

| APPLICABLE CABLES

5.8mm round drop cable 3mm to 900 micron; 5.0mm round drop cable 3mm to 900 micron; ROC drop dielectric cable 5.0mm cable 3mm to 900

micron; Corning SST-drop outdoor dielectric cable 8.1 x 4.5mm 3mm to 900 micron; Corning SST-drop outdoor dielectric cable 8.1 x 4.5mm 3mm
to 250 micron

£/%) | ENVIRONMENTAL PERFORMANCE TEST

TEST RESULT

Thermal Age Testing 85°C, 7 days

-40°C to +75°C, 7 days

75°C, 95% RH, 7 days, measurements every 6 hrs minimum

Thermal Cycle Test
Humidity Aging Test

Humidity/Condensation Cycling Test -10°C to +65°C, 90% ~ 100% RH, 7 days
Dry-Out Step 24 hrs@75°C, uncontrolled humidity

Post-Condensation Thermal Cycle Test -40°C to +75°C, 7 days
Vibration Test 10 ~ 55 Hz, 45 Hz/min, 2 hours @ amplitude of 1.5mm X/Y/Z Axis

Water Resistance No water intrusion after 7 days, 10 ft water head

£/%) | MECHANICAL PERFORMANCE TEST

TEST

RESULT
Flex Test 8 Flex cycles @ +/-90°, 4.5 kgf (-10 Ibf) load, -30°C and 40°C
Flex Test 10 Torsion cycles @ +/-90°, -30°C and 40°C, twist 1 meter back
Plug/Cap straight pull (0°), 20 kgf (44 Ibf), 10 minutes
Proof Test

Plug/Adapter straight pull (0°), 11.3 kgf (25 Ibf), 60 seconds
Plug/Adapter side pull (90°), 6.8 kgf (15 Ibf), 60 seconds
Transmission with Applied Tensile Load 0°,90°, 135° respectively, 4.5 kgf, 30 minutes
Impact 5 m drop 3 axes on rigid flat surface
Durability 50 Matings
Seal Under Load 7 Days @ 23°C, 10 ft water head, 2.5 Ib - 90°, no damage
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HDCFT

Part Numbers KF4A-HDC KIT and HDCFT-KIT are required to properly install the Hardened
Splice On Connector. Ask your representative for additional information or a field trial.

KF4A-HDC KIT INCLUDES

Swift KF4A-HDC arc fusion splicer body
Carrying case - hard case

El-24 spare electrodes

CT-01 cooling tray

KF-3400 battery

Allen wrench

Fiber holder, 900 micron (2) (HS-900)
AC charger

CD user guide

Splice-on connector holder, SC/FC (KF4-SC)
Splice-on connector holder for LC (KF4-ILC)

| HDCFT-KIT INCLUDES

ITEM NUMBER DESCRIPTION
HDC-900L 5.8mm round drop cable holder 3mm to 900 micron
HDC-200S 5.0mm round drop cable holder 3mm to 900 micron
ROC-900 ROC drop dielctric cable 5.0mm cable holder 3mm to 900 micron
SST-900L Corning SST-drop outdoor dielectric cable holder 8.1 x 4.5mm 3mm to 900 micron
SST-250 Corning SST-drop outdoor dielectric cable holder 8.1 x 4.5mm 3mm t0250 micron
HDC-Heater External heater for hardened connector weatherproofing
HDC-Crimp Crimp tool for hardend connector collar
HDC-DCG Drop cable guide snap mount
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HDCFT-KIT ACCESSORY KIT*

e External heater for hardened connector
weatherproofing
* Drop cable guide-snap mount

e Choose one of the five most popular
hardened cable type holders

e Crimp tool for HDC

e Flat drop cable slitter

* Accessory kit required to install HDC Connector
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